
Z31 DIGITAL
THERMOSTAT

FEATURES
50 TO +150 DEG C RANGE
NTC OR PTC INPUT
UP TO 2 RELAY OUTPUTS, 1 X 16 AMP, 1 X 5 AMP
ELECTRONIC DEFROST FUNCTION
DIGITAL INPUT
SWITCHED MODE POWER SUPPLY, 100240 V, 1224 V
PPROGRAMMING KEY
PATENTED SENSITIVE TOUCH KEYBOARD
UL APPROVED
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MEASUREMENTS

ELECTRICAL CONNECTIONS
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1  MODEL
Z31 = MECHANICAL KEYBOARD
Z31S = SENSITIVE TOUCH KEYBOARD

2  POWER SUPPLY
H = SUPPLY 100..240 VAC
G = SUPPLY 12..24 VAC/VDC
F = SUPPLY 12 VAC/VDC

3  OUTPUT
R = Out Relay SPST-NO 16A-AC1
S = Out Relay SPDT 16A-AC1

4  BUZZER
- = (No)
B = Buzzer

5  TERMINAL BLOCK
- = (Standard)
E = Extractable

6  DISPLAY
- = Red
B = Blue

USE THIS GUIDE TO 
FIND THE PART 
NUMBER OF
THE PRODUCT YOU 
WANT


